
Perfect function
Perfect form

Selekta Pro 2000
Selekta 4



Selekta – a synonym for fast assembly hinges with high added value. 
The Selekta family was created for the tough life in office, contract
and system furniture.

This is a stable and robust hinge made of  die-cast zinc, with style
and precision that makes any cabinet a pleasure to use. Close
attention to detail ensures absolutely smooth action. The ultra-flat
design leaves a lot of room and easy access for all Systema pull-outs.

In addition to its impeccable elegance, this hinge has a great many
functional benefits: easy assembly, flexible height and overlay
adjustment using a cam screw, and the assurance that the firmly
secured hinge can never work loose. 

The Selekta hinge family covers a wide range of applications:

25 mm and 32 mm hole lines, for attachment using screws 
or automated press-in systems, for wood and glass doors, 
for stand-alone and built-in units, and much more.

Selekta – always the first choice!

Selekta Pro 2000
Perfect function – perfect form!
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Fully featured
• 180°, 230° and 270° opening angle
• For built-in and stand-alone units
• Screw-on and automated press-in versions
• Cam height and cam overlay adjustment
• 25 and 32 mm hole lines
• For offset and flush doors
• With and without knuckle

Disassembly with slot-head screwdriver Overlay adjustment via cam (-2 mm)

Third securing screwHeight adjustment via cam (±2 mm)

Light finger pressure clicks 
the hinge securely in position

Snap-on hinges for office, contract and system furniture

Self-closing

Cam height
adjustment

Third 
securing screw

Cam overlay
adjustment
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Selekta Pro 2000

Limit stop 
Door bumper

Assembly
Limit stop for Selekta Pro 2000
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Selekta Pro 2000
Door bumper
for 8 mm hole diameter
plastic

Item Finish Order no. PU

Door bumper Plastic white/transparent 9 037 808 5000
Plastic grey/transparent 9 037 810 5000
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Selekta Pro 2000 / 2000 E and 2035

Product overview
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Number of hinges per door:
Door width, door height, door weight plus material 
quality of the door are key factors for determining 
the required number of hinges.
In practice, these factors are very variable and the
numbers given in the diagram are for reference only.
A trial mounting is recommended if in doubt.
For stability, the distance between hinges should 
be as large as possible.

X = distance between two hinges
(reference values for 19 mm thick chipboard 
with a density of 750 kg/m3)

Corner hinge
for built-in

units

Corner hinge
for built-in and

stand-alone
units

Twin hinge for 
built-in units

Reveal
mm
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Selekta Pro 2000 
Single-pivot hinge with snap-on assembly,  
for built-in and stand-alone units, 19 mm side and
19 mm door thickness, 180°/230° opening angle
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Single-pivot cup hinge with visible knuckle, for built-in and stand-alone
units, 19 mm side and 19 mm door panel thickness, precision die-cast zinc,
nickel-plated.
180°/230° opening angle, 35 mm cup diameter, 11 or 5.5 mm overlay, 
7.0 mm knuckle diameter, 39 mm knuckle length.
Cup and hinge arm can be mounted separately.
Hinge arm with 5 mm expanding dowels and premounted pan head screws,
or secured by Euro screws (order separately, see page 7).
Snap-on attachment of doors, no tools needed.
Reliable protection against accidental detachment: 
the locking mechanism can only be released with a slot-head screwdriver.
No door protrusion from 180° opening angle, full access for pull-out elements.
Overlay adjustment -2 mm via cam screw.
Height adjustment +2 mm/-2 mm via cam screw in hinge arm.
With self-closing feature (hinges without self-closing on request).

Selekta Pro 2000
Hinge = hinge arm + cup

180°/
230°

For hole line
25 and 32 mm,
spacing 37 mm

Flush knuckle

Mounting optionHinge version

Corner hinge for built-in units
Door overlay 11 mm
Opening angle 230°

Centred knuckleCorner hinge for built-in and
stand-alone units
Door overlay 5.5 mm
Opening angle 230°

7

19

19

7

19

19

Hole line 25 9 037 907 Hole line 25 9 037 903
Hole line 32 9 037 909 Hole line 32 9 037 906

Hole line 25 9 037 898 Hole line 25 9 037 885
Hole line 32 9 037 900 Hole line 32 9 037 895

Selekta Pro 2000
Secure with Euro screws (see page 7)

PU 200 pcs

Selekta Pro 2000
With 5 mm expanding dowels and
premounted pan head screws

PU 200 pcs

Selekta Pro 2000
Secure with Euro screws (see page 7)

PU 200 pcs

Selekta Pro 2000
With 5 mm expanding dowels and
premounted pan head screws

PU 200 pcs

Selekta Pro 2000
Secure with Euro screws (see page 7)

PU 100 pcs

Selekta Pro 2000
With 5 mm expanding dowels and
premounted pan head screws

PU 100 pcs

Item/Order no.
Hinge arms (order cups separately, see page 7)

Centred knuckleTwin hinge for for built-in units
Door overlay 5.5 mm
Opening angle 180°

7

19

19

Hole line 25 9 037 914 Hole line 25 9 037 910
Hole line 32 9 037 915 Hole line 32 9 037 912
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Cup T 22/74* Cup T 23/74 Cup T 22/73* Cup T 23/73 Cup T 22/75* Cup T 23/75
screw-on press-in screw-on press-in screw-on press-in
zinc die-cast zinc die-cast zinc die-cast zinc die-cast zinc die-cast zinc die-cast

9
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12,5 ø35

13
ø10x11
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Hole pattern T 22/73 Hole pattern T 23/73
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ø8x11
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13

ø35

Hole pattern T 23/75
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5,5

52

12,5
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ø35

Hole pattern T 23/74

ø35

52

5,5
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5,5
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12,5 ø35

13

Hole pattern T 22/74

ø35

52

5,5

9,5

45

12,5
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ø35

Hole pattern T 22/75

ø35

45

9,5

deep deep deep deep deep deep

Finish Order no.
nickel-plated 1083 438

Finish Order no.
nickel-plated 1080 574

Finish Order no.
nickel-plated 1078 866

Finish Order no.
nickel-plated 1075 604

Finish Order no.
nickel-plated 1083 439

Finish Order no.
nickel-plated 1080 575

* Cup secured by 3.5 x 16 mm countersunk screws

1,2
5,3

7

19

7,8

11

ø5

1913

37

max. 5,5

max. 2

21,2

max. 2
min 8

21,2

1,2
5,3

7

19

7,8

11

ø5

1913

37

Auflage max. 11 mm
Auflagenverstellung
max. 2 mm über Exzenter

21,2

1,2
5,3

7

19

7,8

11

ø5

1913

37

Auflage max. 5,5 mm
Auflagenverstellung
max. 2 mm über Exzenter

Overlay adjustment
Turrn cam (A) clockwise to reduce door
overlay by up to 2 mm.

Cam height adjustment (± 2 mm)
Turn cam (B) clockwise/anticlockwise to
lower/raise door (adjust in 1 mm steps).
Then secure hinge arm with ø 4 x 16 mm
countersunk panel screw (C).

Mounting options Accessories Door adjustment

A

B

Anti-snagging cover
Plastic, white
Order no. PU
1 080 589 500

C

Side panel

Side panel

Side panel

Door

Door

Door

Overlay max. 11 mm

Overlay max. 5.5 mm

Overlay max. 5.5 mm

Overlay adjustment

Overlay adjustment

max. -2 mm via cam

max. -2 mm via cam

Countersunk panel screw ø 4 x 16 mm

Countersunk
panel screw

Countersunk
panel screw

Flat head Euro screw 
for securing hinge arm
6.3 x 14.5 mm

Order no. 9 021 314 PU 1000 pcs

Dress cap for Selekta Pro 2000
PU 2000 pcs

Limit stop 
nickel-plated PU 200 sets

Item Order no.

Limit stop 90° 9 020 624
Limit stop 115° 9 020 627

Item Order no.

Plastic, grey 1 082 925
Plastic, black 1 076 200

1 set comprises:
- Bracket, ø 4 x 16 mm screw
- Spring-wire clip, incl. bracket joint
- 4 x 25 mm screw

Countersunk
panel screw

max. -2 mm via cam

Overlay adjustment

max. -2 mm via cam

Overlay adjustment

reveal



Selekta Pro 2000 
Single-pivot hinge with snap-on assembly,  
for built-in units, 19 mm side and 19 mm
door thickness, 270° opening angle

Hole line 25 9 022 306 Hole line 25 9 022 297
Hole line 32 9 022 308 Hole line 32 9 022 299

Hole line 25 9 022 310 Hole line 25 9 022 301
Hole line 32 9 022 312 Hole line 32 9 022 303

Selekta Pro 2000
Secure with Euro screws (see page 9)

PU 200 pcs

Selekta Pro 2000
With 5 mm expanding dowels and
premounted pan head screws

PU 200 pcs

Selekta Pro 2000
Secure with Euro screws (see page 9)

PU 200 pcs

Selekta Pro 2000
With 5 mm expanding dowels and
premounted pan head screws

PU 200 pcs

Item/Order no.
Hinge arms (order cups separately, see page 9)

Single-pivot cup hinge with visible knuckle, for built-in units, 19 mm side
and 19 mm door panel thickness, precision die-cast zinc, nickel-plated.
270° opening angle, 35 mm cup diameter, 15 or 16 mm overlay, 
5.4 mm knuckle diameter, 39 mm knuckle length.
Cup and hinge arm can be mounted separately.
Hinge arm with 5 mm expanding dowels and premounted pan head screws,
or secured by Euro screws (order separately, see page 9).
Snap-on attachment of doors, no tools needed.
Reliable protection against accidental detachment: 
the locking mechanism can only be released with a slot-head screwdriver.
No door protrusion from 180° opening angle, full access for pull-out elements.
Overlay adjustment -2 mm via cam screw.
Height adjustment +2 mm/-2 mm via cam screw in hinge arm.
With self-closing feature (hinges without self-closing on request).

Selekta Pro 2000
Hinge = hinge arm + cup

For hole line
25 and 32 mm,
spacing 37 mm
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Flush knuckle

Mounting optionHinge version

Corner hinge for built-in units
Door overlay 15 mm
Opening angle 270°

Flush knuckleCorner hinge for built-in units
Door overlay 16 mm
Opening angle 270°

5,4

19

19

5,4

19

19

270°



Cup T 22/73* Cup T 23/73 Cup T 22/75* Cup T 23/75
screw-on press-in screw-on press-in
zinc die-cast zinc die-cast zinc die-cast zinc die-cast
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Finish Order no.
nickel-plated 1078 866

Finish Order no.
nickel-plated 1075 604

Finish Order no.
nickel-plated 1083 439

Finish Order no.
nickel-plated 1080 575

* Cup secured by 3.5 x 16 mm countersunk screws

Overlay adjustment
Turrn cam (A) clockwise to reduce door
overlay by up to 2 mm.

Cam height adjustment (± 2 mm)
Turn cam (B) clockwise/anticlockwise to
lower/raise door (adjust in 1 mm steps).
Then secure hinge arm with ø 4 x 16 mm
countersunk panel screw (C).

Mounting options Accessories Door adjustment

Anti-snagging cover
Plastic, white
Order no. PU
1 080 589 500

Countersunk panel screw ø 4 x 16 mm

Flat head Euro screw 
for securing hinge arm
6.3 x 14.5 mm

Order no. 9 021 314 PU 1000 pcs

Dress cap for Selekta Pro 2000
PU 2000 pcs

Limit stop
nickel-plated PU 200 sets

Item Order no.

Limit stop 90° 9 020 624
Limit stop 115° 9 020 627

Item Order no.

Plastic, grey 1 082 925
Plastic, black 1 076 200

1 set comprises:
- Bracket, ø 4 x 16 mm screw
- Spring-wire clip, incl. bracket joint
- 4 x 25 mm screw

9

23,5

1,2
5,3

5,4

19

7,8
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ø5

1913

37

max. 15

max. 2

23,5

1,2
5,3

5,4

19

7,8

11

ø5

1913

37

max. 16

max. 2

Side panel

Side panel

Door

Door

Countersunk
panel screw

Countersunk
panel screw

Overlay adjustment
max. -2 mm via cam

Overlay 15 mm

Overlay adjustment
max. -2 mm via cam

Overlay 16 mm

A

B

C



Flush knuckle

Mounting optionHinge version

Corner hinge for built-in units
Door overlay 12 mm
Opening angle 270°

Flush knuckleCorner hinge for built-in units
Door overlay 12 mm
Opening angle 270°

5,4

16

16

5,4

16

19

Selekta Pro 2000 
Single-pivot hinge with snap-on assembly,  
for built-in units, 19 mm side and 16/19 mm 
door thickness, 270° opening angle

Hole line 25 9 022 300 Hole line 25 9 022 296
Hole line 32 9 022 302 Hole line 32 9 022 298

Hole line 25 9 022 309 Hole line 25 9 022 305
Hole line 32 9 022 311 Hole line 32 9 022 307

Selekta Pro 2000
Secure with Euro screws (see page 11)

PU 200 pcs

Selekta Pro 2000
With 5 mm expanding dowels and
premounted pan head screws

PU 200 pcs

Selekta Pro 2000
Secure with Euro screws (see page 11)

PU 200 pcs

Selekta Pro 2000
With 5 mm expanding dowels and
premounted pan head screws

PU 200 pcs

Item/Order no.
Hinge arms (order cups separately, see page 11)

Single-pivot cup hinge with visible knuckle, for built-in units, 19 mm side
and 16/19 mm door panel thickness, precision die-cast zinc, nickel-plated.
270° opening angle, 35 mm cup diameter, 12 mm overlay, 
5.4 mm knuckle diameter, 39 mm knuckle length.
Cup and hinge arm can be mounted separately.
Hinge arm with 5 mm expanding dowels and premounted pan head screws,
or secured by Euro screws (order separately, see page 11).
Snap-on attachment of doors, no tools needed.
Reliable protection against accidental detachment: 
the locking mechanism can only be released with a slot-head screwdriver.
No door protrusion from 180° opening angle, full access for pull-out elements.
Overlay adjustment -2 mm via cam screw.
Height adjustment +2 mm/-2 mm via cam screw in hinge arm.
With self-closing feature (hinges without self-closing on request).

Selekta Pro 2000
Hinge = hinge arm + cup

For hole line
25 and 32 mm,
spacing 37 mm

270°

10



Cup T 22/74* Cup T 23/74 Cup T 22/73* Cup T 23/73 Cup T 22/75* Cup T 23/75
screw-on press-in screw-on press-in screw-on press-in
zinc die-cast zinc die-cast zinc die-cast zinc die-cast zinc die-cast zinc die-cast
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Finish Order no.
nickel-plated 1083 438

Finish Order no.
nickel-plated 1080 574

Finish Order no.
nickel-plated 1078 866

Finish Order no.
nickel-plated 1075 604

Finish Order no.
nickel-plated 1083 439

Finish Order no.
nickel-plated 1080 575

* Cup secured by 3.5 x 16 mm countersunk screws

Overlay adjustment
Turrn cam (A) clockwise to reduce door
overlay by up to 2 mm.

Cam height adjustment (± 2 mm)
Turn cam (B) clockwise/anticlockwise to
lower/raise door (adjust in 1 mm steps).
Then secure hinge arm with ø 4 x 16 mm
countersunk panel screw (C).

Mounting options Accessories Door adjustment

A

B

Anti-snagging cover
Plastic, white
Order no. PU
1 080 589 500

C

Countersunk panel screw ø 4 x 16 mm

Flat head Euro screw 
for securing hinge arm
6.3 x 14.5 mm

Order no. 9 021 314 PU 1000 pcs

Dress cap for Selekta Pro 2000
PU 2000 pcs

Limit stop
nickel-plated PU 200 sets

Item Order no.

Limit stop 90° 9 020 624
Limit stop 115° 9 020 627

Item Order no.

Plastic, grey 1 082 925
Plastic, black 1 076 200

1 set comprises:
- Bracket, ø 4 x 16 mm screw
- Spring-wire clip, incl. bracket joint
- 4 x 25 mm screw

20,5

1,2
5,3

5,4

16

7,8

11

ø5

1613

37

max. 12
max. 2

23,5

1,2
5,3

5,4

16

7,8

11

ø5

1913

37

max. 12
max. 2

Side panel

Side panel

Door

Door

Countersunk
panel screw

Countersunk
panel screw

Overlay 12 mm
Overlay adjustment
max. -2 mm via cam

Overlay 12 mm
Overlay adjustment
max. -2 mm via cam

11
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Selekta Pro 2000 
Single-pivot hinge with snap-on assembly,  
for built-in and stand-alone units, 19 mm side and
19 mm door thickness, 180°/230° opening angle

Hole line 25 9 037 247 Hole line 25 9 037 245
Hole line 32 9 037 248 Hole line 32 9 037 246

Hole line 25 9 037 264 Hole line 25 9 037 261
Hole line 32 9 037 265 Hole line 32 9 037 263

Selekta Pro 2000
Secure with Euro screws (see page 13)

PU 200 pcs

Selekta Pro 2000
With 5 mm expanding dowels and
premounted pan head screws

PU 200 pcs

Selekta Pro 2000
Secure with Euro screws (see page 13)

PU 100 pcs

Selekta Pro 2000
With 5 mm expanding dowels and
premounted pan head screws

PU 100 pcs

Item/Order no.
Hinge arms (order cups separately, see page 13)

Single-pivot cup hinge with visible knuckle, for built-in and stand-alone
units, 19 mm side and 19 mm door panel thickness, precision die-cast zinc,
nickel-plated.
180°/230° opening angle, 35 mm cup diameter, 6.5 mm overlay, 
5.4 mm knuckle diameter, 39 mm knuckle length.
Cup and hinge arm can be mounted separately.
Hinge arm with 5 mm expanding dowels and premounted pan head screws,
or secured by Euro screws (order separately, see page 13).
Snap-on attachment of doors, no tools needed.
Reliable protection against accidental detachment: 
the locking mechanism can only be released with a slot-head screwdriver.
No door protrusion from 180° opening angle, full access for pull-out elements.
Overlay adjustment -2 mm via cam screw.
Height adjustment +2 mm/-2 mm via cam screw in hinge arm.
With self-closing feature (hinges without self-closing on request).

Selekta Pro 2000
Hinge = hinge arm + cup

For hole line
25 and 32 mm,
spacing 37 mm

180°/
230°

Centred knuckle

Mounting optionHinge version

Corner hinge for built-in and
stand-alone units
Door overlay 6.5 mm
Opening angle 230°

Centred knuckleTwin hinge for built-in units
Door overlay 6.5 mm
Opening angle 180°

5,4

19

19

5,4

19

19
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Cup T 22/74* Cup T 23/74 Cup T 22/73* Cup T 23/73 Cup T 22/75* Cup T 23/75
screw-on press-in screw-on press-in screw-on press-in
zinc die-cast zinc die-cast zinc die-cast zinc die-cast zinc die-cast zinc die-cast
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Finish Order no.
nickel-plated 1083 438

Finish Order no.
nickel-plated 1080 574

Finish Order no.
nickel-plated 1078 866

Finish Order no.
nickel-plated 1075 604

Finish Order no.
nickel-plated 1083 439

Finish Order no.
nickel-plated 1080 575

* Cup secured by 3.5 x 16 mm countersunk screws

Overlay adjustment
Turrn cam (A) clockwise to reduce door
overlay by up to 2 mm.

Cam height adjustment (± 2 mm)
Turn cam (B) clockwise/anticlockwise to
lower/raise door (adjust in 1 mm steps).
Then secure hinge arm with ø 4 x 16 mm
countersunk panel screw (C).

Mounting options Accessories Door adjustment

A

B

Anti-snagging cover
Plastic, white
Order no. PU
1 080 589 500

C

Countersunk panel screw ø 4 x 16 mm

Flat head Euro screw 
for securing hinge arm
6.3 x 14.5 mm

Order no. 9 021 314 PU 1000 pcs

Dress cap for Selekta Pro 2000
PU 2000 pcs

Limit stop
nickel-plated PU 200 sets

Item Order no.

Limit stop 90° 9 020 624
Limit stop 115° 9 020 627

Item Order no.

Plastic, grey 1 082 925
Plastic, black 1 076 200

1 set comprises:
- Bracket, ø 4 x 16 mm screw
- Spring-wire clip, incl. bracket joint
- 4 x 25 mm screw

21,2

1,2
5,3

5,4

19

7,8

11

ø5

1913

37

max. 6,5

max. 2

1,25,3

5,4

19

7,8

11

ø5

1913

37

max. 6,5

max. 2

21,2

max. 2

min. 6

Side panel

Side panel

Door

Door

Overlay 6.5 mm

min. 6
reveal 

Countersunk
panel screw

Countersunk
panel screw

Overlay 6.5 mm
Overlay adjustment
max. -2 mm via cam

Overlay adjustment
max. -2 mm via cam

Overlay adjustment
max. -2 mm via cam
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Flush

Mounting optionHinge version

Corner hinge for built-in units
Opening angle 180°

5,4

19

19

Selekta Pro 2000 E
Single-pivot hinge with snap-on assembly,   
for flush doors and built-in units, 19 mm side 
and 19 mm door thickness, 180° opening angle

Hole line 25 9 037 254 Hole line 25 9 037 250
Hole line 32 9 037 256 Hole line 32 9 037 251

Selekta Pro 2000 E
Secure with Euro screws (see page 15)

PU 200 pcs

Selekta Pro 2000 E
With 5 mm expanding dowels and
premounted pan head screws

PU 200 pcs

Item/Order no.
Hinge arms (order cups separately, see page 15)

Single-pivot cup hinge with visible knuckle, for flush-mounted doors 
and built-in units, 19 mm side and 19 mm door panel thickness, 
precision die-cast zinc, nickel-plated.
180° opening angle, 35 mm cup diameter, 5.4 mm knuckle diameter, 
39 mm knuckle length.
Cup and hinge arm can be mounted separately.
Hinge arm with 5 mm expanding dowels and premounted pan head screws,
or secured by Euro screws (order separately, see page 15).
Snap-on attachment of doors, no tools needed.
Reliable protection against accidental detachment: 
the locking mechanism can only be released with a slot-head screwdriver.
No door protrusion from 180° opening angle, full access for pull-out elements.
Overlay adjustment -2 mm via cam screw.
Height adjustment +2 mm/-2 mm via cam screw in hinge arm.
With self-closing feature (hinges without self-closing on request).

Selekta Pro 2000 E
Hinge = hinge arm + cup

For hole line 
25 and 32 mm

180°/
230°
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1,2
5,3

5,4

7,8

11

ø5

1913

37

min. 3,2
max. 2

19 15,1
Side panel

Door

Min. reveal 3.2 mm

Countersunk
panel screw

Reveal adjustment
max. 2 mm via cam

Cup T 22/74* Cup T 23/74 Cup T 22/73* Cup T 23/73 Cup T 22/75* Cup T 23/75
screw-on press-in screw-on press-in screw-on press-in
zinc die-cast zinc die-cast zinc die-cast zinc die-cast zinc die-cast zinc die-cast
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Hole pattern T 22/73 Hole pattern T 23/73
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45
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13

ø35

Hole pattern T 23/74

ø35

52

5,5

11

ø10

5,5

52

12,5 ø35

13

Hole pattern T 22/74

ø35

52

5,5

9,5

45

12,5

13

ø35

Hole pattern T 22/75

ø35

45

9,5

deep deep deep deep deep deep

Finish Order no.
nickel-plated 1083 438

Finish Order no.
nickel-plated 1080 574

Finish Order no.
nickel-plated 1078 866

Finish Order no.
nickel-plated 1075 604

Finish Order no.
nickel-plated 1083 439

Finish Order no.
nickel-plated 1080 575

* Cup secured by 3.5 x 16 mm countersunk screws

Reveal adjustment
Turn can (A) clockwise to adjust the reveal 
by max. 2 mm.

Cam height adjustment (± 2 mm)
Turn cam (B) clockwise/anticlockwise to
lower/raise door (adjust in 1 mm steps).
Then secure hinge arm with ø 4 x 16 mm
countersunk panel screw (C).

Mounting options Accessories Door adjustment

A

B

Anti-snagging cover
Plastic, white
Order no. PU
1 080 589 500

C

Countersunk panel screw ø 4 x 16 mm

Flat head Euro screw 
for securing hinge arm
6.3 x 14.5 mm

Order no. 9 021 314 PU 1000 pcs

Dress cap for Selekta Pro 2000 E
PU 2000 pcs

Item Order no.

Plastic, grey 1 082 925
Plastic, black 1 076 200

22,3
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115°

Without knuckle

Mounting optionHinge version

Corner hinge for built-in units
Door overlay 15 mm
Opening angle 115°

Twin hinge
without knuckle

Mounting option

Remove premounted caps from hinge
end faces if units open back-to-back.
Reduce overlay by 0.3 mm using
overlay set screw. The door will 
then open easily.

Remove premounted caps 
from hinge end faces if units 
are juxtapositioned.
Reduce overlay by 0.3 mm using
overlay set screw. The door will 
then open easily.

R3

19

19

19

19

1919

R3

19

+0,3

R3

19 19

R3

+0,3+0,3

Selekta Pro 2035
Single-pivot hinge with snap-on assembly, 
invisible from front, for built-in units, 19 mm side 
and 19 mm door thickness, 115° opening angle

Hole line 25 9 037 326 Hole line 25 9 037 321
Hole line 32 9 037 328 Hole line 32 9 037 323

Selekta Pro 2035
Secure with Euro screws (see page 17)

PU 200 pcs

Selekta Pro 2035
With 5 mm expanding dowels and
premounted pan head screws

PU 200 pcs

Item/Order no.
Hinge arms (order cups separately, see page 17)

Single-pivot cup hinge, invisible from front for built-in units, 19 mm side
and 19 mm door panel thickness, precision die-cast zinc, nickel-plated.
115° opening angle, 35 mm cup diameter, door overlay 15 mm.
Cup and hinge arm can be mounted separately.
Hinge arm with 5 mm expanding dowels and premounted pan head screws,
or secured by Euro screws (order separately, see page 17).
Snap-on attachment of doors, no tools needed.
Reliable protection against accidental detachment: 
the locking mechanism can only be released with a slot-head screwdriver.
No door protrusion from 180° opening angle, full access for pull-out elements.
Overlay adjustment -2 mm via cam screw.
Height adjustment +2 mm/-2 mm via cam screw in hinge arm.
With self-closing feature (hinges without self-closing on request).

Selekta Pro 2035
Hinge = hinge arm + cup

For hole line
25 and 32 mm,
spacing 37 mm



17

1,5
5,3

19

7,8

11

ø5

1913

37

max. 15
max. 2

min. R3

1,5
5,3

19

19

19

7,8

11

ø5

1913

37

max. 15
max. 2

min. R3

7,8

Countersunk panel screw ø 3.5 x 20 mm 
(head  diameter 6 mm)

min. R3

min. R3

Countersunk
panel screw

Countersunk
panel screw

Overlay 15 mm
Side adjustment
max. -2 mm via cam

Overlay 15 mm
Side adjustment
max. -2 mm 
via set screw

Side panel

Side panel

Door

Door

* Cup secured by 3.5 x 16 mm countersunk screws

Overlay adjustment
Turrn cam (A) clockwise to reduce door overlay
by up to 2 mm.

Cam height adjustment (± 2 mm)
Turn cam (B) clockwise/anticlockwise to
lower/raise door (adjust in 1 mm steps).
Then secure hinge arm with ø 3.5 x 20 mm
countersunk panel screw (C) (6 mm head
diameter).

Mounting options Accessories Door adjustment

A

B

C
Flat head Euro screw 
for securing hinge arm
6.3 x 14.5 mm

Order no. 9 021 314 PU 1000 pcs

Dress cap for Selekta Pro 2035
PU 2000 pcs

Item Order no.

Plastic, grey 1 082 925
Plastic, black 1 076 200

Cup T 22/73* Cup T 23/73 Cup T 22/75* Cup T 23/75
screw-on press-in screw-on press-in
zinc die-cast zinc die-cast zinc die-cast zinc die-cast

9

52

12,5 ø35

13
ø10x11

9

52

12,5

13

ø35

Hole pattern T 22/73 Hole pattern T 23/73

ø35

52

9

ø35

52

9

11

ø10

ø8x11

9,5

45

12,5

13

ø35

Hole pattern T 23/75

ø35

45

9,5

11

ø8

9,5

45

12,5

13

ø35

Hole pattern T 22/75

ø35

45

9,5

deep deep deep deep

Finish Order no.
nickel-plated 1078 866

Finish Order no.
nickel-plated 1075 604

Finish Order no.
nickel-plated 1083 439

Finish Order no.
nickel-plated 1080 575
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Glass door dress cap for
Selekta Pro 2000

Selekta Pro 2000 dress cap for glass doors
Precision die-cast zinc 
Selekta Pro 2000 hinges can be used as 
glass door hinges with these dress caps.
Each hinge requires a cutaway hole for the 
hinge cup and two holes for the screws.
Washers and bushes made of transparent plastic
protect the glass door and ensure that the hinges 
are securely mounted on the glass door.
Glass thickness 5 to 6 mm

Use only with Selekta Pro 2000 hinges.
Secured with M5 countersunk screws.

5-6

5,4

5-6

5,4

5-6

Side

Side

Mounting option Hole pattern glass door for 22/73

52

ø36 -0,5

ø8 -0,5

12,5

9

Hole pattern glass door for 22/73 cup

45

ø36 -0,5

ø8 -0,5

12,5

9,5

Hole pattern glass door for 22/74 cup

52

ø36 -0,5

ø8 -0,5

12,5

5,5

Item/Finish Order no. PU

Dress cap for Selekta Pro 2000 T 22/74
nickel-plated zinc die-cast 1 081 305 50

Dress cap for Selekta Pro 2000 T 22/73
nickel-plated zinc die-cast 1 081 304 50

Dress cap for Selekta Pro 2000 T 22/75
nickel-plated zinc die-cast 1 084 522 50



Selekta 4

3

Single-pivot cup hinge for
office, contract and system furniture

19
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Single-pivot cup hinge with visible knuckle, for built-in and stand-alone
units, 19 mm side and 16 to 21 mm door panel thickness, precision 
die-cast zinc, nickel-plated.
180°/230° opening angle, 35 mm cup diameter, 11 or 5.5 mm overlay, 
7.0 mm knuckle diameter, 24 mm knuckle length.
Height adjustment with fixed centre position. 
Overlay adjustment by sliding hinge arm in cup.
Cup and hinge arm can be mounted separately. 
On built-in units the knuckles are centred over 19 mm thick panels.
For corner hinges the knuckle can be recessed in side of door.
Accessories:  Cover plate for recessed knuckle 

Limit stop (also anti-snagging cover)
With self-closing (hinges without self-closing on request).

180°

Centred knuckle

Flush knuckle

Mounting option Item/order no.
Hinge arms (order cups separately, see page 21)

Hinge version

5.5 mm door overlay

11 mm door overlay

Centred knuckle5.5 mm door overlay

Selekta 4
Single-pivot hinge with slide-on assembly, 
for built-in and stand-alone units, 19 mm side and
16 to 21 mm door thickness, 180°/230° opening angle

Selekta 4

Packing unit 200 pcs

5 570155

Selekta 4

Packing unit 200 pcs

5 570 050

Selekta 4

Packing unit 100 pcs

5 570 069

For hole line 32 mm,
Spacing 37 mm

Selekta 4
Hinge = hinge arm + cup
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Overlay adjustment
Loosen screw (A). Slide the door sideways 
to reduce the overlay by up to 4 mm.

Height adjustment
Loosen screws (B). Disengage centre stop (C)
with screwdriver, adjust height of door and
tighten screws (B). Then secure hinge arm 
with screw (D)
(countersunk panel screw ø 4 x 16 mm).

Mounting options Accessories Door adjustment

Limit stop for hinges 
with 6 mm door overlay
nickel-plated

Cover plate
for corner hinges

Wire clip Order no. PU

90° 1 003 835 1000 Stck.
135° 1 003 836 1000 Stck.

26,5
8

21
ø35

13,5

Finish Order no. PU

nickel-plated 1 003 579 1000 Stck.

Hole pattern door Hole pattern door Hole pattern side panel
for screw-on T22 cup for press-in T23 cup
zinc die-cast zinc die-cast

No door protrusion
full access for pull-out elements

21,2

7

19

5

19

21,2

7

5

21,2

7

19

5

6

47
52

5,5
36

ø35

12,5

12,5

14

5,5

52

ø35

52

5,5
36

ø35

12,5

12,5

14

5,5

52

ø35

ø10

11

11
ø10

37

8

5

32

10

For Selekta 4-T23 use longer screws:
Order no. 3 112 581 PU 1000 pcs

Side panel

Countersunk
Euro screw

ø 6.0 x 14 mm
Order no.

nickel-plated
1028128

PU 1000 pcs

Countersunk
Euro screw

ø 6.0 x 14 mm
Order no.

nickel-plated
1028128

PU 1000 pcs

Countersunk Euro screw ø 6.0 x 14 mm
Order no. nickel-plated 1028128, PU 1000 pcs

Countersunk panel screw
ø 4 x 16

Side panel

Overlay max. 5.5 mm

Overlay max. 11 mm

Side panel

Overlay max. 5.5 mm

Door

Door

Door

A

D

C

B

Countersunk panel screw
ø 4 x 16

Countersunk panel screw
ø 4 x 16

* Cup secured by 3.5 x 16 mm countersunk screws

Finish Order no.
nickel-plated 5 570 142

Finish Order no.
nickel-plated 5 570 143

Wire clip

Stop bracket
Order no. 1003 838
PU 1000 pcs

Anti-snagging cover
Plastic, white
Order no. PU
1 080 589 500
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Glass door dress cap for
Selekta 4

Selekta 4 dress cap for glass doors
Precision die-cast zinc
Selekta 4 hinges can be used as 
glass door hinges with these dress caps.
Each hinge requires a cutaway hole for 
the hinge cup and two holes for the screws.
Washers and bushes made of transparent
plastic protect the glass door and ensure 
that the hinges are securely mounted on 
the glass door.
Glass thickness 5 to 6 mm

Item/Finish Order no. PU

Dress cap for Selekta 4
nickel-plated zinc die-cast 1 001 881 50 pcs

Mounting options Hole pattern glass door

Use only with Selekta 4 hinges.
Secured with M5 countersunk screws.

52

ø36 -0,5

ø8 -0,5

31,4 -0,2
19,4 -0,2

5

5-6

7
7

5-6

5

Min. reveal 7.5 mm

Side panel Side panel
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